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41412 HAKKO 474 HAKKO ��� 24VAC

41409 HAKKO 475 HAKKO ��� 24VAC
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20249 HAKKO 808 HAKKO ��� 420g 110V
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10105 SVS-500 Goot ������� 4kg 110-130V

44167 SVS-500 IRON Goot Goot_��� � 200g 110V

47693 SVS-500GUN Goot SVS-500 ��� 300g

 �

3�

�3

��>���

A�

������

ST3�

�����

������

 ¡

¢£

Desoldering Unit

Soldering Unit

Control Unit

Desoldering Unit

Soldering Unit

Control Unit

Desoldering Unit

Soldering Unit

Total Weight
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SVS 500

110 130 220 240V AC

195W 270 300W

250 450 C

250 480 C

Ceramic heater with integrated sensor

Sensor feed back ON OFF conctrol

Over 100o ohm 500V DC

Diaphragm system Twin pump

600mmHg representative value

205 W *160 L *170 H mm

220 150mm

190mm

3 6kg w o vacuum hose cord

0 3kg

45g

4 0kg Approx

6 C

Less than 0 1mV

Less than 0 1

1 2m

1 5m 3 core cable ground plug

Cleaning pin Soldering iron stand
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MODEL TP-100 / TP-100AS

110 - 130, 220 - 240V AC

*2 105 / 70-75W

250 – 450°C

Ceramic heater with integrated sensor

Sensor feed-back (ON-OFF control)

Over 100M Ω ( 500V DC)

Diaphragm system

-0.08MPa (600mmHg) (representative value)

225 x 170 mm

470g (without cord, bushing)

1.5m (3 core cable) with alligator clip ground

Cleaning pin / Filter / Carrying case
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6405 TP-100 Goot Portable ����� 470g AC110V

10909 TP-100AS Goot ���-����� 470g AC110V
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